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Athmer Fingerschutz BO-22

BO-22

BA-28
Protective system BA-28 for surface-mounted 
hinges on metal doors

¬	 Variable adjustment

¬	 Standard colour: silver anodised C-0;  
	 individual colours available

¬	 Concealed screw fixing

Technical data:

Suitable for pivotal points from 20-36 mm.
Length supplied: 1,900 mm, can be shortened

BA-22
 
Protective system BA-22 for surface-mounted 
hinges on plastic doors

¬	 Variable adjustment

¬	 Standard colour: white RAL 9016; 			
individual colours available

¬	 Concealed screw fixing

Technical data:

Suitable for overlap dimensions of 13-28 mm and 
hinge diameters from 21-26 mm.

Length supplied: 1,900 mm, can be shortened

6.	 Athmer Fingerschutz®	 Hinge side/opening face	
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6.	 Athmer Fingerschutz®for hinge side / opening face

Athmer Fingerschutz® System solution 
for retrofitting all-glass doors

¬	 Suitable for all conventional all-glass door hinges

¬	 A combination of Athmer Fingerschutz®

	 NR-30 or NR-25 and the new protective profile

	 For all-glass doors

¬	 Suitable for wooden or metal frames,

	 and glass side elements

¬	 Colour matched to door fittings

¬	 Fixed lengths available

¬	 Standard colour: C-0 and C-31

¬	 The spacer rail and the protective profile are

	 pre-fitted with special adhesive tape for glass doors

6.	 Athmer Fingerschutz®	 Hinge side/opening face	
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Please note: 

¬	 Our illustrations show standardised installation situations. Please check your particular installation situation on site.
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BU-16K BU-16 BU-16K + BO-23 BA-28
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Urheberschutzrecht: Diese Zeichnung ist
unser geistiges Eigentum für die wir uns
alle Rechte vorbehalten. Nutzung, sowie
Vervielfältigung oder Weitergabe an
dritte sind untersagt.
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BU-22K BO-23 BD+-23 BD+-23 BO-22

16

e.g. VX 7729/160 18-3

Hinge diameter 21 - 26 mm

Hinge diameter 22 mm

e.g. VX 7939/100

e.g. V 0020 e.g. V 3420

e.g. VX 7939/160 18-3

e.g. V 0087

e.g. VX 7729/100e.g. VN 8849/100

e.g. VX 7939/160 e.g. VX 7728/160 e.g. VX 7859/160e.g. VN 2929/160
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Athmer Fingerschutz® System solution 
for retrofitting all-glass doors

¬	 Suitable for all conventional all-glass door hinges

¬	 A combination of Athmer Fingerschutz®

	 NR-30 or NR-25 and the new protective profile

	 For all-glass doors

¬	 Suitable for wooden or metal frames,

	 and glass side elements

¬	 Colour matched to door fittings

¬	 Fixed lengths available

¬	 Standard colour: C-0 and C-31

¬	 The spacer rail and the protective profile are

	 pre-fitted with special adhesive tape for glass doors

6.	 Athmer Fingerschutz®	 Examples of use	
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¬	Prevention of trapping and shearing points 

¬	Prevents accidental closing of doors

¬	Permanent protective function through automatic activation when door is opened

¬	Manual unlocking possible for both sides of the door

¬	Knob optionally replaceable with any knob that matches

	 the door element 

¬	Ideal for use in crèches and child daycare centres:

	 - U3 zone

	 - Heavy doors

	 - Doors with heavy footfall

	 - Doors with door closer (e.g. in toilets)

¬	For wooden hinged doors

¬	Suitable for rebated or non-rebated doors

¬	For DIN right/left doors

¬	Screw-fixed to the closing surface
	 of the door panel

¬	Variable installation height - 
	 Recommend minimum height
	 of 1.70 m

¬	Maximum door leaf thickness 90 mm

¬	Flexible choice of colours 
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Application

Technical data:

The new HS-25 for main closing edges
Door stop with active finger protection

6.	 Athmer Fingerschutz®	 Main closing edge	
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SwingGUARD

¬	 A for safeguarding and sealing

	 double-swing doors, revolving

	 doors and sliding doors with a

	 track stop or soft-close system

¬	 Concealed fixing

¬	 Quick and easy installation

¬	 Inset or surface-mounted, as required

¬	 Sealing profile made of wear-resistant 

	 silicone

Cross
sections

 Technicaldata
Tolerancecompensation

Max. delivery length

Standard length

Minimum length

Fixed lengths

Can be shortened by

Sealing profile

Profile material

	 SwingGUARD A

	

A      B

C      D

/athmer/1-475--q

27

27

7

-

On request

2,120 mm

None

Available

4

Silicone, RAL 7043

Aluminium

	 SwingGUARD S

	

A      B

C      D

/athmer/1-476--q

27-3213

29
,8

27

vertically up to 5 mm

On request

2,120 mm

None

Available

4

Silicone, RAL 7043

Aluminium

Inset

Surface-mounted

Double-wing,
inset

25-30

38-43

30
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54-64

80-90
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6.	 Athmer Fingerschutz®	 Main closing edge	
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¬	 Prevents hazards and damage caused by doors swinging back

¬	 Adaptive damping protects the door leaf and frame

¬	 Uniquely space-saving, design-oriented

¬	 Easy to install

¬	 For retrofitting to metal door frames

¬	 Tripping hazards and unevenness are prevented

¬	 Ideal for areas with stringent hygienic requirements, and where appearance matters

¬	 Ideal for use in hotels, offices and doctors’ surgeries

¬	 Excellent for floors with underfloor heating

	 No drilling necessary in the floor for door stops

The new Porti® family 
For wooden and glass doors

Porti® for wooden doors Porti® for glass doors
Hinge width 720 - 1,110 mm Hinge width 610 - 719 mm Hinge width 709 - 959 mm

Metal / wood* Wood Metal frame Metal / wood* Wood Metal frame Wood Metal frame

30 kg 65 kg 65 kg 30 kg 65 kg 65 kg 50 kg 50 kg

x x x x x

5312 5489 5371 5313 5465 5379 5487 5318

* Suitable for 
solid wood

door frames 
only

* Suitable for 
solid wood

door frames 
only

Frame

Weight of door leaf

For retrofitting

Article number

Advantages

7.	 Door opening restrictor	for wooden and glass doors	
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	 Up to 30 kg door leaf weight

¬	 Retrofittable to solid wood and metal door frames

¬	 For door leaf widths of:

	 720 mm - 1,110 mm, art. no. 5312	 610 mm - 719 mm, art. no. 5313

	 Up to 65 kg door leaf weight

¬	 Retrofittable to metal door frames

¬	 For door leaf widths of:

	 720 mm - 1,110 mm, art. no. 5371	 610 mm - 719 mm, art. no. 5379

¬	 Set-up possible on wooden frames with a fixing element in the door frame (see next page)

¬	 For door leaf widths of:

	 720 mm - 1,110 mm, art. no. 5489	 610 mm - 719 mm, art. no. 5465

PORTI® for wooden doors
¬	 Maximum door leaf weight up to 65 kg

¬	 Particularly thin lever of only 2 mm

¬	 Restrictor plate 15.8 x 12 mm

¬	 Upper door frame gap 4 - 10 mm

¬	 Endurance tested

	 on the basis of DIN EN 13126-5

	 Meets class 4

¬	 Door opening angle max. 120°

¬	 The choice of hinge should take account of 		

	 the load exerted by the door opening 

	 restrictor
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Technical data

Application

7.	 Door opening restrictor	for wooden doors	
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Technical data

	 Up to 50 kg door leaf weight

¬	 Retrofittable to metal door frames

¬	 For door leaf widths of:

	 709 mm - 959 mm, art. no. 5318

¬	 Set-up possible on wooden frames with

	 fixing element

¬	 For door leaf widths of:

	 709 mm - 959 mm, art. no. 5487

PORTI® for glass doors
¬	 Maximum door leaf weight up to 50 kg

¬	 Silver-coloured, anodised

¬	 Slide plate bonded to

	 glass door leaf

¬	 Upper door frame gap 4 - 10 mm

¬	 Particularly thin lever of only 2 mm

¬	 Restrictor plate 16.8 x 12.2 mm

¬	 Endurance tested

	 on the basis of DIN EN 13126-5

	 Meets class 4

¬	 Door opening angle max. 120°

¬	 The use of sandblasted

	 glass doors is not recommended

¬	 Suitable for doors made of 8 / 10 /12 mm 

ESG and also for LSG made from ESG

¬	 10 mm ESG recommended with Office 		

	 hinges and adjustable hinge retainer

A      B

C      D

Athmer Porti für Glastüren

400

Ø13

17

957

A      B

C      D

Athmer Porti für Glastüren

400

Ø13

17

957

Application

7.	 Door opening restrictor	for glass doors	
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Seal lengths for doors as per DIN 18101

Zargendurchgangsmaß

Zargenbreite im Falz

Türblattfalzmaß

Türblattaußenmaß
(Typmaß)

13
+0,5

Schließfläche

15 15

13
+0,5

Öffnungsfläche

Hinge side Lock side

 

 

 

 

 External dimension of door leaf 
(standard dimension) 610 735 860 985 1.110 1.235 1.360 Permissible

deviation

(BRM, DIN 18111) 625 750 875 1,000 1,125 1,250 1,375 -

 Door leaf rebate dimension 584 709 834 959 1.084 1.209 1.334 +1/-1

Door seal lengths available
for automatic door and
tilt seals

583 708 833 958 1.083 1.208 1.333 +0/-1

 Door frame rebate width 591 716 841 966 1,091 1,216 1,341 +1/-1

Threshold length 590 715 840 965 1,090 1,215 1,340 +0/-1

 Door clearance width 561 686 811 936 1061 1186 1311 +1/-1

Door seal lengths available
for Wind-Ex, Wind-Ex A,
Wind-Ex RTK / US

- 735 860 985 1,110 - - -

Door seal lengths available
Schall-Ex® Applic A + T
Schall-Ex® L-15 FS

805 930 1,055

Note
Fixed lengths can be shortened to the next-smallest available delivery length.
Schall-Ex® Jumbo can be shortened by not more than 60 mm.                      All di-
mensions in mm.
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Possible fixing variations

Zeichnungs Nr.

x

x

x

x

x

x
Urheberschutzrecht: Diese Zeichnung ist
unser geistiges Eigentum für die wir uns
alle Rechte vorbehalten. Nutzung, sowie
Vervielfältigung oder Weitergabe an
dritte sind untersagt.

Material

Verwendung

Datum

Gepr. u. Freigabe

Masstab

Datum Name

E.-Nr.

Bezeichnung

NameDatumÄnderungIndex

¬	 Installation: in the groove

¬	 Actuator: hinge side

Zeichnungs Nr.

x

x

x

x

x

x
Urheberschutzrecht: Diese Zeichnung ist
unser geistiges Eigentum für die wir uns
alle Rechte vorbehalten. Nutzung, sowie
Vervielfältigung oder Weitergabe an
dritte sind untersagt.

Material

Verwendung

Datum

Gepr. u. Freigabe

Masstab

Datum Name

E.-Nr.

Bezeichnung

NameDatumÄnderungIndex

¬	 Installation: in the groove

¬	 Actuator: hinge side and lock side

¬	 Installation: in the groove

¬	 Actuator: hinge side and lock side

¬	 Installation: in the groove

¬	 Actuator: hinge side

¬	 Installation: in the groove

¬	 Actuator: Lock side

¬	 Installation: in the groove

¬	 Actuator: Lock side

¬	 Installation: screw-fixed to the closing surface

¬	 Actuator: hinge side

¬	 Installation: screw-fixed to the closing surface

¬	 Actuator: Hinge side with angle pressure bracket

¬	 Installation: in the groove

¬	 Actuator: hinge side

¬	 Installation: screw-fixed to the opening surface

¬	 Actuator: Lock side with pressure block

¬	 Installation: screw-fixed to the closing surface

¬	 Actuator: Lock side

¬	 Installation: in the groove

¬	 Actuator: Cable actuator

Schall-Ex Slide L-20 WS ZA
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Symbols

¬	 Actuator: hinge side ¬	 Barrier-free access

¬	 Fire protection

¬	 Actuator: Lock side ¬	 “Ü” sign of compliance

¬	 Actuator: Lock side ¬	 Acoustic protection

¬	 Installation: on the opening surface

¬	 Actuator: hinge side and lock side

¬	 Smoke control

¬	 Installation: on the opening surface

¬	 Actuator: hinge side

¬	 Tool-free installation¬	 Installation: under the door leaf

¬	 Actuator: Lock side

¬	 Installation: under the door leaf

¬	 Actuator: hinge side and lock side

¬	 Low actuation forces

¬	 Installation: under the door leaf

¬	 Actuator: hinge side

¬	 Tool-free installation

¬	 Downpour-proof/ w-proof¬	 Installation: on the opening surface

¬	 Actuator: Lock side

¬	 Installation: in the groove / under the door leaf

¬	 Actuator: hinge side and lock side

¬	 Installation: in the groove / under the door leaf

¬	 Actuator: hinge side

¬	 Secondary closing edge / opening face

¬	 Secondary closing edge / adjacent closing face

¬	 Main closing edge / adjacent closing face
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